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celulas de carga — load cells — weighing electronics

Pannel mounting weighing indicator

5 ':.T'I"?i I I_Erl__'n ? = =
| = : :" H_?:._I o HT |! | __.' '.-'I'_-_:-E '::;:_.T'_
i 1 il | S o)

DW-S1/B FeatL

- Load cell input with converter
A/D Sigma-Delta 24 bits.

- Protection increased against EMI
(electromagnetic interferences).

- 1 channel serial RS232 or RS485 for
communication with PC, printer or
repeaters.

- Eelctronic and mechanical sealed.

- Standard ticket or configurable
by PC.

- ModBus ASCII

- Indicator with mV pre-calibration.

- 9..30Vdc / 9..24Vac power supply. Options

- Measurement: 48 x 96 x 116mm.

- Second channel RS232
- Communication USB 2.0.

- Ethernet communication 10/100M Base-T.
- ldem DW-ST/B - Watch / Calendar.

- 2 optoisolated inputs PNP or NPN.
- 2 voltage-free relays contact.
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- ldem DW-ST/B
- 2 optoisolated inputs PNP or NPN.
- 2 voltage-free relays contact.

- Analogue output optoisolated:
0-20mA, 4-20mA, 0-5Vdc, 0-10Vdc.
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